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Spec i f i c a t i on s

Offiwire
Wire Punch &  

Binding Machine

 Model: Offiwire-31  Offiwire-21 

 Pitch: 3:1  2:1 

 Binding Thickness: From 3/16” to 9/16”  From 5/8” to 1” 

 Hole Punch: Square (4mm x 4mm)  Rectangular (4mm x 5.5mm)

 Format: Letter or A4 (European) 

 Punch Capacity: Up to 10 sheets (20 lb paper) 

 Wire Selector: Included 

 Closing System: Vertical 

 Weight: 23 lbs  

 Warranty: One Year

Effective: Punches up to 10 sheets of 20lbs.  
 bond paper.

Harden Steel Dies: For a clean and precise  
 punch every time, even when perforating  
 delicate or hard to punch materials.

“U” Shape Handle: Maximizes punching-strength, for an  
 effortless perforation.

Strong: Metal chassis and high quality components guarantee durability and reliability.

Bilateral Closer: Systematically and independently adjusts at either end, providing a precise  
 and even wire closure.

Wire Selector: Precisely determines the appropriate wire diameter to use.

ISO 9002 Quality 



Waste Drawer
For an easy alignment 

and punching of longer 
documents.

Produc t  De ta i l s
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Wire Selector  
Precisely determines the 
appropriate wire diameter 
to use.

“U” Shape Handle:  
Maximizes 
punching-strength, 
for an effortless 
perforation.

Vertical Closer 
Uses gravity to better 

position wire, for an easy 
more effective closing..

Harden Steel Dies 
For a clean and precise  

punch every time, even when perforating  
delicate or hard to punch materials, such as 

PVC, PP, Polyester.

Side Margin 
Control

Wire Snatch 
Holds the wire in place for an 

easier inserting of sheets.

ISO 9002 Quality 
Strong metal chassis and 
high quality components 
guarantee durability and 

reliablity


